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1 Symboly

enia a ohrozenie 

zoz

ariadeniami.
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2

Upozornenie!

3

2) S 

Varovanie

4

od 6,5 do 8,5.
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5 Popis modelu

6

7

AJm75H AJm75S AJm90H AJm90
Max. prietok [l/m] 47 55 47 65

51 47 62 48
0,75 0,75 0,9 0,9
9 9 9 9
IPX4 IPX4 IPX4 IPX4
F F F F
60 60 60 60

Max. teplota 40 40 40 40
13,85 9,35 14,45 14,7

8

EN 60335- -

EN 60335-2- - - -

M

iba pre

radu LEO 3.0

S

Q = priet

a teplota kv

Thermally protected = s tepelnou ochranou

ia
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5. Zachovajte odve anie

6. Ak je

8.

za
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10

Diel Diel

1 11

2 Venturiho trubica 12 a

3 13

4 14

5 15 svorkovnice

6 16

7 17 Stator

8 18 Podpera

9 19 riechodka 

10

11 In

m a suchom 

AJm75S:AJm75H, AJm90, AJm90H:
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potrubie by ma

A:

1.
2.
3.
4.
5.
6.
7.
8.

B: 

nasatiu.

(B2).

C: Bezpe opatrenia pre in al ciu ho potrubia

.

ej in tal cie A

in l B
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14 Spu

Upozornenie:

olejom.

6) V lete 
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15

elektromotor):

d.

konektor.

rozoberte 

vodou.

alebo komore.

potrubie.

statora. spustite pri menovitom prietoku.
Opravte uzemnenie alebo 

alebo 
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V  souladu s 

/

vyhrazeny.
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P

LEO GROUP PUMP (ZHEJIANG) CO., LTD.

APm75, APm37, AJm90, AJm75H, AJm 75S, 5XCm120C

kompatibility 2014/30/EU a .

1. EN 55014-1: 2006/A2: 2011
2. EN 55014-2: 2015
3. EN 61000-3-2: 2014
4. EN 61000-3-3: 2013
5. EN 60335-2-41: 2003/A2: 2010
6. EN 60335-1:2012/A11:2014
7. EN 62233: 2008


